
PRO technology
in your home.

#closertotechnology

See for yourself!

Find out more and visit us at  
comopro.aco.com.pl

Discover the perfect solution for
single-family houses, semi-detached houses 

or small residential developments.
COMO PRO line – products to use for years.

Discover innovative, multifunctional door entry units, designed to make 
your everyday life easier. Because COMO PRO is upgradable,  

this technology will serve you for years to come



COMO PRO features 
 
Let COMO PRO line take care
of your comfort and safety.

There are as many facilities as there are apartments  
Two pre-programmed key fobs, including one master key fob for adding more key fobs, are offered already with a standard  
version of COMO PRO panels. Additional key fobs are available for purchase so you can manage adding or removing them on your own,  
in a simple and intuitive way, without having to disassemble the panel or use a PC.  
 
COMO PRO line panels are offered in audio and video variants, with different number of buttons.  
They can be easily adapted to your needs and the number of apartments in your building or small housing estate.  
 
Visit comopro.aco.com.pl to discover more benefits you will receive with our product.

Intuitive proximity key
fob management system

including the option of adding
or removing key fobs for each

apartment using the master key
fob (10 to each button).

Internal intercom function
for communication between

persons in separate rooms of
the same apartment..

Option of opening the door and
a second gateway or activating

another function at any time,
without having to make a call.

Option of operating two panels  
in door entry system (master/slave)  
plus the option to view images 
from both cameras on each 
monitor (after installing
the PRO-VIDEO-SW2-60 (G3) module)

Integration with the PRO 3 
Manager software, which supports 
all PRO 3G series products on your 
own PC from one location
(for instance by connecting in
a switchbox or to any product).

Option of connecting up to
4 external cameras via additional
PRO-VIDEO-SW2-60 (G3) 
modules (switching the image 
from each camera to any 
monitor).



Key functions

•	 high resolution colour camera (min. 600 lines) with 
a 2.8 mm wide-angle lens 

•	 adjustable camera direction of observation ±20° in either 
direction and infrared night LED backlighting 

•	 perfect image day and night 

•	 illuminated stainless steel keypad buttons 

•	 individually illuminated call buttons with backlit, 
easily interchangeable description fields 

•	 access control - built-in code lock and proximity 
key fob reader integrated in the bottom description field 

•	 support for up to 10 240 proximity key fobs 
(adding/managing proximity key fobs via a PC using 
the optional CDN-USB cable) 

•	 control of additional devices, such as second gate, 
barrier, lighting, roller blinds or other home automation, 
using a code lock, proximity fobs or receiver 
(optional PRO I/O-60 (G3) module required) 

•	 option of connecting an external opening button 

•	 control of different E-lock types 

•	 compatible with all digital devices operating 
in PRO and PRO-A systems 

•	 option to connect additional acoustic or light signalling 
device for ringing in apartment (optional PRO I/O-60 (G3)
module required) 

•	 resistant to vandalism and weatherproof

•	 2 mm thick flat front panel and illuminated buttons 

•	 intuitive and comfortable to use 

•	 facilities for people with disabilities (including audible 
and optical signalling of panel functions, illuminated 
keyboard buttons, Braille fonts option available on 
request for panels with code lock) 

•	 acoustic information in apartment about door  
opening (door opening signal) 

•	 support for multiple expansion modules  
to increase system functionality 

•	 extensive individual configuration possibilities 

•	 free of charge software update in devices using 
CDN-USB cable available 

•	 programming of all settings via a PC  
(with CDN-USB cable) 

•	 free software available at www.support.aco.com.pl

PRO 3 MANAGER 
 
An integrated software that supports all our PRO 3G series products. Designed for you to manage your intercom from one place
at home, with software updates in the devices so you can take advantage of all the new features that we constantly add.

PRO-USB 2.0 will let you:
•	 delete or add proximity key fobs
•	 change the door opening time
•	 have access to additional settings 

•	 update the software
•	 manage all functions of all devices  

from anywhere in the installation

Do not forget to include the PRO-USB 2.0 when putting  
together your PRO door entry set
 
The PRO-USB module is a PC interface for managing the settings of PRO 3G series products.  
Use it to make changes from your PC, in an intuitive and simple way, without having to disassemble the device.



COMO PRO panels are designed  
for flush or surface mounting. 
 
For surface mounting, use dedicated  
PNT2-FAM-PRO/PV

Example: flush-mounted version 
of the device in PNT2-FAM-PRO/PV box
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•	 2 description fields 
 with call buttons

•	 proximity key fob reader
•	 code lock

COMO-PRO-CODE-V2

•	 1 description field 
with call button

•	 proximity key fob reader
•	 code lock

COMO-PRO-CODE-V1

•	 6 description fields 
with call buttons

•	 proximity key 
fob reader

COMO-PRO-V6

•	 4 description fields 
with call buttons

•	 proximity key 
fob reader

COMO-PRO-V4

•	 3 description fields 
with call buttons

•	 proximity key fob reader

COMO-PRO-V3

•	 2 description fields 
with call buttons

•	 proximity key fob reader

COMO-PRO-V2

•	 1 description field 
with call button

•	 proximity key fob reader

COMO-PRO-V1

VIDEO panels

All panels operate 
in PRO System



•	 3 description fields 
with call buttons

•	 proximity key fob reader

COMO-PRO-A3

•	 2 description fields  
with call buttons

•	 proximity key fob reader

COMO-PRO-A2

•	 1description field  
with call button

•	 proximity key fob reader

COMO-PRO-A1

•	 code lock
•	 2 description fields 

with call buttons
•	 proximity key fob reader

COMO-PRO-CODE-A2

•	 code lock
•	 1 description field 

with call button
•	 proximity key fob reader

COMO-PRO-CODE-A1

•	 6 description fields 
with call buttons

•	 proximity key fob reader

COMO-PRO-A6

•	 4 description fields 
with call buttons

•	 proximity key  
fob reader

COMO-PRO-A4

COMO-PRO line panels are designed 
for flush or surface mounting. 
 
For surface mounting use dedicated NT 
marked panels (width 70 mm ONLY)  
or additional PNT2-FAM-P  
box for flush mounted panels 
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Example: flush-mounted version
of the device in PNT2-FAM-P box

AUDIO panels

All panels operate 
in PRO System



COMO PRO panels are available with either  
audio or video PRO series receivers 
Explore all functions COMO PRO panels and choose the model that is a perfect fit for your needs.
Find out the numerous possibilities with the PRO system.

VIDEO receivers

COMMON FEATURES OF VIDEO RECEIVERS 

•	 a clear, colourful, high-quality image
•	 simple and intuitive to use
•	 optical signal for ringing and mute mode
•	 option for door opening, second gate opening or other function without having to make a call
•	 optional call up an image preview at any time
•	 optional combining of several receivers at one address
•	 auto open function - door auto opening at ringing detection
•	 option of connecting up to 4 additional external cameras via additional PRO-VIDEO-SW2-60 (G3) modules
•	 doorbell function (so-called Ring function)
•	 option of controlling additional devices, such as second gate, barrier, lighting, roller blinds or other home 

automation system (with additional PRO I/O-60 (G3) module)
•	 software upgrade and configuration management via PRO 3 Manager (with additional PRO-USB 2.0 module)

LOUDSPEAKER VIDEO DOOR ENTRY UNITS – extra features: 

Model GLASS-PRO-7
•	 7-inch display
•	 flat front with touch and illuminated icons
•	 minimalistic, innovative design
•	 intercom function (for ringing 3 receivers within the same address)
•	 8 musical ringtones
•	 7-stage volume control (both ring and call)
•	 intuitive control of image parameters
•	 available in two colour versions – white or black 

Model MPRO800
•	 3.5-inch display
•	 flat front with touch and illuminated icons
•	 minimalistic, innovative design
•	 intercom function (for ringing 1 receiver within the same address)
•	 4 musical ringtones
•	 7-stage volume control (both ring and call)
•	 intuitive control of image parameters

HANDSET VIDEO DOOR ENTRY UNITS – extra features: 
 
Model MPRO 4 (G3)
•	 4-inch display
•	 magnetic handset hang-up
•	 3-stage ring volume control
•	 transparent volume control slider with ring and mute LED
•	 intercom function – only with the option to answer a call coming from the receivers 

UPRO800/MPRO800/GLASS-PRO-7



AUDIO receivers

COMMON FEATURES OF AUDIO RECEIVERS 

•	 simple and intuitive to use
•	 optical signal for ringing and mute mode
•	 option for door opening, second gate opening or other function without having to make a call
•	 auto open function – door auto opening at ringing detection
•	 optional combining of several receivers at one address
•	 doorbell function (so-called Ring function)
•	 option of controlling additional devices, such as second gate, barrier, lighting, 

roller blinds or other home automation system (with additional PRO I/O-60 (G3) module)
•	 software upgrade and configuration management via PRO 3 Manager  

(with additional PRO-USB 2.0 module)

HANDSET RECEIVER – extra features: 

Model UPRO (G3)
•	 magnetic handset hang-up
•	 3-stage ring volume control
•	 transparent volume control slider with ring and mute LED
•	 intercom function - only with the option to answer a call coming 

from the receivers UPRO800/MPRO800/GLASS-PRO-7

LOUDSPEAKER RECEIVER – extra features: 

Model UPRO800
•	 small in size, innovative design
•	 flat front with touch and illuminated icons
•	 intercom function (for ringing 1 receiver within the same address)
•	 7-stage volume control (both ring and call)
•	 4 musical ringtones

Meet acoGO! 
Use COMO PRO line wherever you go.
 

Always on you 
Expecting more from your intercom?
Want to have it on you at all time?
Get the acoGO gateway for your set!
and answer your intercom on your phone, wherever you are.  
 
Visit aco.com.pl for more information



Polish manufacturer of digital system
for door entry units and video door entry units
Aco sp. z o.o. sp. komandytowa
Diamentowa 7, 62-002 Suchy Las
tel. +48 61 843 93 71

export@aco.com.pl
www.aco.com.pl
www.support.aco.com.pl

EU-Tax No.: PL9721258093
REGON: 362759523 field for distributor’s stamp
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DIMENSIONS IN MM (±1 mm)

PANELS FLUSH-MOUNTED
BOXES

SLIM SURFACE-MOUNTED
BOXES

COMO-PRO-V1 286 x 90 268 x 73 x 32

COMO-PRO-V2 286 x 90 268 x 73 x 32

COMO-PRO-V3 286 x 90 268 x 73 x 32

COMO-PRO-CODE-V1 286 x 90 268 x 73 x 32

COMO-PRO-CODE-V2 286 x 90 268 x 73 x 32

COMO-PRO-V4 286 x 90 268 x 73 x 32

COMO-PRO-V6 286 x 90 268 x 73 x 32

COMO-PRO-CODE-A1 197 x 90 179 x 73 x 32

COMO-PRO-CODE-A2 174,8 x 67,8 177,1 x 70 x 36,5/25,4

COMO-PRO-CODE-A1 NT 197 x 90 179 x 73 x 32

COMO-PRO-CODE-A2 NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

COMO-PRO-A1 197 x 90 179 x 73 x 32

COMO-PRO-A1 NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

COMO-PRO-A2 197 x 90 179 x 73 x 32

COMO-PRO-A2 NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

COMO-PRO-A3 197 x 90 179 x 73 x 32

COMO-PRO-A3 NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

COMO-PRO-A4 197 x 90 179 x 73 x 32

COMO-PRO-A4 NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

COMO-PRO-A6 197 x 90 179 x 73 x 32

COMO-PRO-A6 NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

Dimensions of COMO line devices

GLASS-PRO-7 MPRO800 UPRO800 MPRO 4 UPRO

Mounting
dimension
(base)

237 x 121 x 25 81,5 x 198 x 26,5 81,5 x 122,5 x 26,5 104 x 175 81 x 122

Dimension
with handset
on

Non-handset,
loudspeaker units

Non-handset,
loudspeaker units

Non-handset,
loudspeaker units 104 x 284 x 40 81 x 200 x 39

Dimensions of receivers in mm (W x H x D)
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