
Door entry units
FAMILIO



Key functions

•	 high resolution colour camera (min. 600 lines)  
with a 2.8 mm wide-angle lens 

•	 adjustable camera direction of observation ±20°  
in either direction and infrared night LED backlighting 

•	 perfect image day and night 

•	 illuminated keypad buttons in stainless steel, optionally 
with embossed Braille symbols 

•	 individually illuminated call buttons with backlit, easily 
interchangeable description fields 

•	 access control - built-in code lock and proximity key fob 
reader integrated in the bottom description field 

•	 support of up to 192 proximity key fobs  
(adding/managing proximity key fobs via a PC  
using the optional CDN-USB cable) 

•	 control of additional devices, such as second gate, 
barrier, lighting, roller blinds or other home automation, 
using a code lock, proximity fobs or receiver  
(optional I/O MINI module required) 

•	 option of connecting an external opening button 

•	 control of different E-lock types 

•	 optional connection of additional acoustic or light 
signalling device for ringing in apartment (optional  
CDN-U module required) 

•	 option of creating complex master/slave multi-entrance 
systems 

•	 compatible with all digital devices  
operating in PV, P systems 

•	 resistant to vandalism and weather conditions 

•	 2 mm thick flat front panel and illuminated buttons 

•	 intuitive and comfortable to use 

•	 facilities for people with disabilities (including illuminated 
keyboard buttons in Braille, audible and optical signalling 
of panel functions) 

•	 acoustic information in apartment about door opening 
(door opening signal) 

•	 further door opening function - automatic door opening 
for easy access to a building in multi-entrance systems 

•	 support for multiple expansion modules to increase 
system functionality 

•	 extensive individual configuration possibilities 

•	 programming selected settings via the panel  
(service menu) 

•	 programming of all settings via a PC  
(with CDN-USB cable) 

•	 free software available at www.support.aco.com.pl



Features 

•	 high resolution colour camera
•	 freely adjustable direction of camera observation  

including infrared night LED backlighting
•	 perfect image day and night
•	 2 mm thick flat panel made of brushed stainless steel
•	 backlit keypad buttons
•	 doors opening and gate opening using code  

or proximity key fobs
•	 backlit description fields
•	 built-in proximity access control reader
•	 extensive individual configuration possibilities
•	 slim surface-mounted version for audio panels:  

only 70 mm wide
•	 support of up to 150 apartments (for panels with a code lock)
•	 compatibility with INSPIRO and CDNP series devices

FAMILIO [ video ]
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Functionality:

P System



FAMILIO panels are designed  
for flush or surface mounting. 
 
For surface mounting, use dedicated  
PNT2-FAM-PRO/PV

i

•	 code lock
•	 2 description fields 

with call buttons
•	 proximity key fob reader

FAM-PV-2NPZSACC

•	 code lock
•	 1 description field 

with call button
•	 proximity key fob reader

FAM-PV-1NPZSACC

•	 code lock
•	 1 description field
•	 proximity key fob reader

FAM-PV-ZSACC

•	 6 description fields 
with call buttons

•	 proximity key fob 
reader

FAM-PV-6NPACC

•	 4 description fields 
with call buttons

•	 proximity key fob reader

FAM-PV-4NPACC

•	 2 description fields 
with call buttons

•	 proximity key fob reader

FAM-PV-2NPACC

•	 1 description field 
with call button

•	 proximity key fob reader

FAM-PV-1NPACC

All panels operate 
in the P System

VIDEO panels



•	 4 description fields 
with call buttons

•	 proximity key fob reader

FAM-P-4NPACC

•	 2 description fields 
with call buttons

•	 proximity key fob reader

FAM-P-2NPACC

•	 1 description field 
with call button

•	 proximity key fob reader

FAM-P-1NPACC

•	 code lock
•	 2 description fields 

with call buttons
•	 proximity key fob reader

FAM-P-2NPZSACC

•	 code lock
•	 1 description field 

with call button
•	 proximity key fob reader

FAM-P-1NPZSACC

•	 code lock
•	 1 description field
•	 proximity key fob reader

FAM-P-ZSACC

•	 6 description fields 
with call buttons

•	 proximity key fob 
reader

FAM-P-6NPACC

FAMILIO panels are designed  
for flush or surface mounting. 
 
For surface mounting, use dedicated 
PNT2-FAM-P

i

All panels operate 
in the P System

AUDIO panels



The receiver for FAMILIO panels can be either  
audio or video 
Explore all functions FAMILIO and choose the model that is a perfect  
fit for your needs. 
 

LOUDSPEAKER VIDEO DOOR ENTRY UNITS 
2 models of loudspeaker video door entry units are offered:  
MP800 3,5” with a 3.5” display and INS-MP7 WH/BK with a 7-inch display.

KEY FEATURES OF OUR LOUDSPEAKER VIDEO DOOR ENTRY UNITS INCLUDE:
•	 a clear, colour, high-quality image
•	 flat front with touch and illuminated icons
•	 optical signal for ringing and mute mode
•	 easy configuration of image parameters
•	 7-stage volume control (both ring and call)
•	 optional call up an image preview at any time
•	 optional control of additional devices, such as second gate, barrier,  

lighting, roller blinds or other home automation
•	 doorbell function (so-called Ring function)
•	 auto open function - door auto opening at ringing detection
•	 optional combining of several receivers at one address

HANDSET VIDEO DOOR ENTRY UNITS 

Model INS-MPR 4” – key functions:
•	 4-inch display with adjustable image parameters
•	 a clear, colourful, high-quality image
•	 magnetic handset hang-up
•	 3-stage ring volume control
•	 optional call up an image preview at any time
•	 optional control of additional devices, such as second gate, barrier,  

lighting, roller blinds or other home automation
•	 optional connection of an extra external camera
•	 doorbell function (so-called Ring function)
•	 automatic activation of the second camera view when the Ring function is being called
•	 optional combining of several receivers at one address

Other features of INS-MP7 include:
•	 glass front
•	 7-inch display
•	 two colour versions: white (INS-MP7 WH) and black (INS-MP7 BK)
•	 optional connection of an extra external camera
•	 automatic activation of the second camera view when the Ring 

function is being called

INS-MP7 WH

VIDEO receivers

MP800 3,5”

INS-MPR 4”



AUDIO receivers

HEADSET RECEIVERS 
4 models of handset receivers are offered: 
INS-UP720BX, INS-UP720M, INS-UP720MR and INS-UP.

Find out more about their functions:
•	 magnetic handset hang-up
•	 3-stage ring volume control
•	 Hold function - hanging up the handset without disconnecting the call  

(function available in all 720 series models)
•	 2 buttons: opening button and functional button to control additional  

devices, such as second gate, barrier, lighting, roller blinds or other home 
automation (not available with INS-UP720BX model, which only features  
one button: for opening)

*The INS-UP720M, INS-UP720MR and INS-UP720BX models have the same 
design and only visually differ in the number of function buttons.

LOUDSPEAKER RECEIVERS 

Models UP800 and UP800V
•	 flat front with touch and illuminated icons
•	 optical signal for ringing and mute mode
•	 7-stage volume control (both ring and call)
•	 auto open function - door auto opening at ringing detection
•	 control of additional devices, such as second gate, barrier, lighting, roller blinds or other home automation
•	 doorbell function (so-called Ring function)
•	 optional combining of several receivers at one address
•	 optional replacement of UP800V uniphone with 3.5” MP800 video door entry unit after installing  

a dedicated 3.5” UP800 LCD colour display

Additional functions  
INS-UP720MR model:
•	 doorbell function, so-called Ring function
•	 optical signal of mute mode
•	 optional combining of several receivers 

at one address

INS-UP720MR* 

INS-UP720M*

INS-UP

INS-UP720BX*

MP800 3,5”

Moduł UP800 LCD 3,5”
Easy replacement

of UP800V
uniphone with 3.5” 
MP800 video door 

entry unit

UP800VUP800



Polish manufacturer of digital door entry systems
and video door entry systems
Aco sp. z o.o. sp. komandytowa
Diamentowa 7, 62-002 Suchy Las
tel. +48 61 843 93 71

export@aco.com.pl
www.aco.com.pl
www.support.aco.com.pl

EU-Tax No. : PL9721258093
REGON: 362759523 field for distributor’s stamp

INDEX

DIMENSIONS OF FAMILIO MODELS IN MM (±1 mm)

PANELS FLUSH-MOUNTED BOX SLIM SURFACE-MOUNTED
BOXES

FAM-PV-1NPACC 286 x 90 268 x 73 x 32

FAM-PV-2NPACC 286 x 90 268 x 73 x 32

FAM-PV-4NPACC 286 x 90 268 x 73 x 32

FAM-PV-6NPACC 286 x 90 268 x 73 x 32

FAM-PV1-NPZSACC 286 x 90 268 x 73 x 32

FAM-PV2-NPZSACC 286 x 90 268 x 73 x 32

FAM-PV-ZSACC 286 x 90 268 x 73 x 32

FAM-P-1NPACC 197 x 90 179 x 73 x 32

FAM-P-1NPACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

FAM-P-2NPACC 197 x 90 179 x 73 x 32

FAM-P-2NPACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

FAM-P-4NPACC 197 x 90 179 x 73 x 32

FAM-P-4NPACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

FAM-P-6NPACC 197 x 90 179 x 73 x 32

FAM-P-6NPACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

FAM-P-1NPZSACC 197 x 90 179 x 73 x 32

FAM-P-1NPZSACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

FAM-P-2NPZSACC 197 x 90 179 x 73 x 32

FAM-P-2NPZSACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

FAM-P-ZSACC 197 x 90 179 x 73 x 32

FAM-P-ZSACC NT 174,8 x 67,8 177,1 x 70 x 36,5/25,4

Dimensions of FAMILIO models

INS-MP7 MP800 UP800V UP800 INS-MPR 4” INS-UP INS-UP720MR INS-UP720M INS-UP720BX

Mounting
dimension
(base)

237 x 121 x 25 81,5 x 198 x 26,5 81,5 x 198 x 26,5 81,5 x 122,5 x 26,5 104 x 175 81 x 122 80 x 201 80 x 201 80 x 201

Dimension
with 
handset on

Non-handset,
loudspeaker

units

Non-handset,
loudspeaker

units

Non-handset,
loudspeaker

units

Non-handset,
loudspeaker

units
104 x 284 x 40 81 x 200 x 39 80 x 201 x 45 80 x 201 x 45 80 x 201 x 45

Dimensions of receivers in mm (W x H x D)
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