Door entry units
INSPIRO+



Key features - INSPIRO+ panels

up to 1020 apartments (optional SW4S-DIN
module required)

5 admin codes
6 digits for apartment number

access control - support for 6144 proximity
cards / key fobs

any number of cards / key fobs can be assigned
to each apartment (out of 6144 cards/fobs)

aggregate change of number range and ringing
parameters (via an intuitive computer program)

8 priority numbers
adjustable connection time

adjustable number of openings during conversation

call forwarding for selected additional numbers

8 numbers for apartments with the option
of setting the calls without conversation

possibility of activating self-opening for each apartment

enabling or disabling access to control of external
devices for each apartment

6-character display text during doorman'’s call forward

programming of all settings via a PC
(with CDN-USB cable)

optional connection of additional acoustic
or light signalling device for ringing
(optional CDN-U module required)

General features of INSPIRO+ panels

perfect image day and night

high-resolution colour camera with
a 2.8 mm wide-angle lens

horizontally adjustable camera direction of observation
infrared night LED backlighting
heated LCD display

electronic list of residents with an alphabetical call
function for quick resident finding

illuminated list with call buttons

control of additional devices, such as second gate,
barrier, lighting roller blinds or other home automation,
with a code lock, proximity card / key fob or receiver
option of connecting an external opening button
control of different E-lock types

2 mm thick flat front panel and illuminated buttons

resistance to weather conditions and vandalism

intuitive and comfortable to use

option of creating complex master/slave multi-entrance
systems

facilities for people with disabilities (including
illuminated keyboard buttons in Braille, audible and

optical signalling of panel functions)

acoustic information in apartment about door opening
(door opening signal)

further door opening function - automatic door opening
for easy access to a building in multi-entrance systems

management of proximity cards / key fobs via a PC
(with CDN-USB cable)

adding proximity cards / key fobs via the panel

programming selected settings via the panel
(service menu)

free software available at www.support.aco.com.pl



INSPIRO+ [ video]

Features

high resolution colour camera

2 mm thick flat panel made of brushed stainless steel
heated LCD display

white backlight

built-in proximity access control reader

doors opening and gate opening using

individual code or proximity cards and key fobs
extensive individual configuration possibilities

panel adaptable for use by people with disabilities

Facilities:

induction loop T: voice transmission directly

to the hearing aid

light-emitting diodes, voice messages and sounds to inform
of the function being performed

voice messages available in 3 languages

keyboard with embossed symbols in Braille

i O ] for el

multi-family video panels LCD possibility of connection possibility of
construction display additional modules customization
proximity control of additional possibility to facilities for use by
cards / key fobs devices, such as second forward intercom people with disabilities
gate, barrier, lighting roller calls to the phone

blinds or other home
automation



VIDEO panels

off-the-shelf
product

product available
upon order

INSPIRO PMR+ INSPIRO PMR2+

panel suitable for use
by people with disabilities

panel suitable for use
by people with disabilities

. code lock with Braille . electronic alphabetical list
symbols of residents

. display . code lock with Braille

. proximity card symbols
and key fob reader . LCD

. proximity card
and key fob reader

off-the-shelf off-the-shelf
product product
INSPIRO 6+ INSPIRO 4+
. display . display
. code lock . code lock

proximity card
and key fob reader

product available product available

upon order upon order
INSPIRO 11+ INSPIRO 900+
J small backlit . display
description field . code lock
. display large backlit description
J code lock field with 10 call buttons

J proximity card
and key fob reader

CAII panels operate in the P System)

off-the-shelf
product

INSPIRO 8+

electronic list of
residents

search and call buttons
display

code lock

proximity card

and key fob reader

off-the-shelf
product

INSPIRO 15+

small backlit
description field
display

code lock
proximity card
and key fob reader

INSPIRO 901+

display
code lock

medium size backlit description

field 5 call buttons
proximity card
and key fob reader

product available
upon order

product available
upon order

INSPIRO 7+

electronic list of
residents

search and call buttons
display

code lock

product available
upon order

INSPIRO 16+

medium size backlit
description field
display

code lock

INSPIRO+ panels are
designed for flush or surface
mounting.




product available
upon order

INSPIRO 5+

electronic list of residents

search and call buttons
display

code lock

. proximity card

and key fob reader

product available
upon order

INSPIRO 14+

small backlit description field
electronic list of residents
search and call buttons
display

code lock

proximity card

and key fob reader

product available
upon order

INSPIRO 13+

medium size backlit
. description field
. display
. code lock
. proximity card
and key fob reader

AUDIO panels

off-the-shelf
product
INSPIRO 2+
code lock
. display

J proximity card
and key fob reader

All panels operate
in the P System

off-the-shelf product available product available product available off-the-shelf
product upon order upon order upon order product
INSPIRO 12+ INSPIRO 3+ INSPIRO 10+ INSPIRO 9+ INSPIRO 1+
. small backlit . electronic list . medium size backlit . small backlit . code lock
description field of residents description field description field . display
display search and call display display
. code lock buttons . code lock . code lock
J proximity card J display
and key fob reader code lock

INSPIRO 17ACC+

J display

+  code lock

large backlit
description field
proximity key fob
reader

product available
upon order

INSPIRO 17+

. display

0 code lock
large backlit

description field

product available
upon order

INSPIRO 18+

display

code lock

large backlit
description

J field with 10 call
buttons

product available
upon order

INSPIRO+ panels are
designed for flush or surface
mounting.



VIDEO receivers

The receiver for INSPIRO+ panels can be either
audio or video.

Explore all functions INSPIRO+ and choose the model that is a perfect
fit for your needs.

LOUDSPEAKER VIDEO DOOR ENTRY UNITS

2 models of loudspeaker video door entry units are offered:
MP800 3,5" with a 3.5" display and INS-MP7 WH/BK with a 7-inch display.

KEY FEATURES OF OUR LOUDSPEAKER VIDEO DOOR ENTRY UNITS INCLUDE:
+ aclear, colour, high-quality image
+ flat front with touch and illuminated icons
+  optical signal for ringing and mute mode
easy configuration of image parameters
7-stage volume control (both ring and call)
optional call up an image preview at any time
« optional control of additional devices, such as second gate, barrier,
lighting, roller blinds or other home automation
+ doorbell function (so-called Ring function)
auto open function - door auto opening at ringing detection
optional combining of several receivers at one address

MP800 3,5"

Other features of INS-MP7 include:

+ glass front

+  T7-inch display

«  two colour versions: white (INS-MP7 WH) and black (INS-MP7 BK)
optional connection of an extra external camera
automatic activation of the second camera view when the Ring
function is being called

INS-MP7 WH

HANDSET VIDEO DOOR ENTRY UNITS

Model INS-MPR 4" - key functions:

* 4-inch display with adjustable image parameters

« aclear, colourful, high-quality image

* magnetic handset hang-up
3-stage ring volume control
optional call up an image preview at any time
optional control of additional devices, such as second gate, barrier,
lighting, roller blinds or other home automation

« optional connection of an extra external camera

+ doorbell function (so-called Ring function)

+ automatic activation of the second camera view when the Ring function is being called
optional combining of several receivers at one address

INS-MPR 4"



AUDIO receivers

LOUDSPEAKER RECEIVERS

Models UP800 and UP800V

« flat front with touch and illuminated icons
+ optical signal for ringing and mute mode
+  T-stage volume control (both ring and call)
+ auto open function - door auto opening at ringing detection
« control of additional devices, such as second gate, barrier, lighting, roller blinds or other home automation
+ doorbell function (so-called Ring function)
« optional combining of several receivers at one address
+ optional replacement of UP800V uniphone with 3.5” MP800 video door entry unit after installing
a dedicated 3.5” UP800 LCD colour display

N -

Modut UP800 LCD 3,5"
Easy replacement

of UP800V
uniphone with 3.5"
MP800 video door

entry unit

UP800 uP8oov MP800 3,5"

HEADSET RECEIVERS

4 models of handset receivers are offered:
INS-UP720BX, INS-UP720M, INS-UP720MR and INS-UP.

Find out more about their functions:

magnetic handset hang-up

3-stage ring volume control

Hold function - hanging up the handset without disconnecting the call
(function available in all 720 series models)

+ 2 buttons: opening button and functional button to control additional M
devices, such as second gate, barrier, lighting, roller blinds or other home INS-UP
automation (not available with INS-UP720BX model, which only features
one button: for opening)

Additional functions
INS-UP720MR model:

doorbell function, so-called Ring function
optical signal of mute mode

«  optional combining of several receivers
at one address

INS-UP720MR"
INS-UP720M*

INS-UP720BX"

“The INS-UP720M, INS-UP720MR and INS-UP720BX models have the same
design and only visually differ in the number of function buttons.



Dimensions of INSPIRO+ models

DIMENSIONS OF INSPIRO+ MODELS

OPTIONAL
SURFACE-MOUNTED
PANELS FLUS';'O“;'((ENSJNTED DESCRIPTION FIELD AR
INSPIRO PMR+ 111 x 412 92 x 393 x 31,5 - INS-P-XL NT 415,4 x 114,4 x (61/51)
INSPIRO 4+/4S+ 111 x 290 92 x 271 x 31,5 - INS-P-M NT 293,4 x 114,4 x (61/51)
INSPIRO 6+/6S+ 111 x 351 92 x332x31,5 c INS-P-L NT 354,4 x 114,4 x (61/51)
INSPIRO 7+/7S+ 111 x 351 92 x332x31,5 : INS-P-L NT 354,4 x 114,4 x (61/51)
INSPIRO 8+/8S+ 111 x 412 92 x 393 x 31,5 : INS-P-XL NT 415,4 x 114,4 x (61/51)

g INSPIRO 11+/11S+ 111 x 351 92x332x31,5 small size — 73 x 39 INS-P-L NT 354,4 x 114,4 x (61/51)

: INSPIRO 15+/155+ 111 x 412 92 x 393 x 31,5 small size — 73 x 39 INS-P-XL NT 415,4 x 114,4 x (61/51)
INSPIRO 16+/165+ 111 x 412 92 x393x 31,5 medium size - 73x99,5 | INS-P-XL NT 415,4 x 114,4 x (61/51)
INSPIRO 900+/900S+ 216 x 290 198,5 x 272,5 x 31,5 'a:goe:;fleb‘:‘lftzgfs INS-P-XXXL NT 293,8 x 219,8 x (61/51)
INSPIRO 901+/901S+ 216 x 290 198,5 x 272,5 x 31,5 S“;al'afliﬁftz:s% INS-P-XXXL NT 293,8 x 219,8 x (61/51)
INSPIRO 1+/1S+ 111 x 229 92x210x31,5 - INS-P-S NT 232,4 x 114,4 x (61/51)
INSPIRO 2+/25+ 111 x 290 92 x 271 x 31,5 - INS-P-M NT 293,4 x 114,4 x (61/51)
INSPIRO 3+/3S+ 111 x 290 92 x 271 x 31,5 - INS-P-M NT 293,4 x 114,4 x (61/51)
INSPIRO 5+/55+ 111 x 351 92x332x31,5 - INS-P-L NT 354,4 x 114,4 x (61/51)
INSPIRO 9+/9S+ 111 x 290 92 x 271 x 31,5 small size — 73 x 39 INS-P-M NT 293,4 x 114,4 x (61/51)

) INSPIRO 10+/10S+ 111 x 351 92 x332x 31,5 medium size - 73x 99,5 | INS-P-L NT 354,4x 114,4 x (61/51)

3 INSPIRO 12+/125+ 111 x 351 92 x332x 31,5 small size — 73 x 39 INS-P-L NT 354,4 x 114,4 x (61/51)
INSPIRO 13+/135+ 111 x 412 92 x 393 x 31,5 medium size - 73x99,5 | INS-P-XL NT 415,4 x 114,4 x (61/51)
INSPIRO 14+/14S+ 111 x 412 92 x 393 x 31,5 small size - 73 x 39 INS-P-XL NT 415,4 x 114,4 x (61/51)
INSPIRO 17+/17S+ 216 x 229 197 x210x 31,5 large size - 73 x 166 INS-P-XXL NT 232,6 x 219,6 x (61/51)
INSPIRO 17ACC+/17ACCS* | 216 x 229 197 x210x 31,5 large size — 73 x 166 INS-P-XXL NT 232,6 x 219,6 x (61/51)
INSPIRO 18+/18S+ 216 x 229 197x210x 31,5 aachiccEoRaos INS-P-XXL NT 232,6 x 219,6 x (61/51)

10 call buttons

Dimensions of receivers in mm (W x H x D)

INS-MP7 MP800 UP800ov UP800 INS-MPR 4" INS-UP INS-UP720MR INS-UP720M INS-UP720BX
Mounting
?;mer;sion 237x121x25 81,5x198x26,5 | 81,5x198x 26,5 81,5x122,5x 26,5 104 x 175 81x122 80 x 201 80 x 201 80 x 201
ase)
Dimension Non-handset, Non-handset, Non-handset, Non-handset,
with loudspeaker loud K loud k loud L 104 x 284 x 40 81 x200x 39 80 x 201 x 45 80 x 201 x 45 80 x 201 x 45
handset on units units units units

aco

Polish manufacturer of digital door entry systems
and video door entry systems
Aco sp. z 0.0. sp. komandytowa
Diamentowa 7, 62-002 Suchy Las
tel. +48 61 84393 71

export@aco.com.pl

www.aco.com.pl
www.support.aco.com.pl

EU-Tax No. : PL9721258093
REGON: 362759523
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