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CONNECTING DIFFERENT TYPES OF ELECTRIC STRIKES   

Standard wiring

Normal electric strike

Separate 12V DC power supply

Separate 12V DC power supply Separate 12V DC power supply and 
additional UPS 
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- CDNP 6:  P17 bit7 ON
- CDNP 7 / INSPIRO+: P10 ON
- FAM / COMO: 
   reverse mode ON (only from PC)
- jumper Z1 or Z13 ON

Settings: 

- CDNP 6:  P17 bit7 OFF
- CDNP 7 / INSPIRO+: P10 OFF
- FAM / COMO: 
   reverse mode OFF (only from PC)
- jumper Z1 or Z13 OFF

Settings: 

- CDNP 6:  P17 bit7 OFF
- CDNP 7 / INSPIRO+: P10 OFF
- FAM / COMO: 
   reverse mode OFF (only from PC)
- jumper Z1 or Z13 OFF

Settings: 

- CDNP 6:  P17 bit7 OFF
- CDNP 7 / INSPIRO+: P10 OFF
- FAM / COMO: 
   reverse mode OFF (only from PC)
- jumper Z1 or Z13 OFF

Settings: 
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CONNECTING DIFFERENT TYPES OF ELECTRIC STRIKES   Revers electric strike

Standard wiring, with 15V DC on standby! Standard wiring with recomended MOD-DC-12V

Separate 12V DC power supply Separate 12V DC power supply
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 and additional UPS 
(in case of power lost) 
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- CDNP 6:  P17 bit7 ON
- CDNP 7 / INSPIRO+: P10 ON
- FAM / COMO: 
   reverse mode ON (only from PC)
- jumper Z1 or Z13 ON

Settings: 

- CDNP 6:  P17 bit7 ON
- CDNP 7 / INSPIRO+: P10 ON
- FAM / COMO: 
   reverse mode ON (only from PC)
- jumper Z1 or Z13 ON

Settings: 

- CDNP 6:  P17 bit7 OFF
- CDNP 7 / INSPIRO+: P10 OFF
- FAM / COMO: 
   reverse mode OFF (only from PC)
- jumper Z1 or Z13 OFF

Settings: 

- CDNP 6:  P17 bit7 ON
- CDNP 7 / INSPIRO+: P10 ON
- FAM / COMO: 
   reverse mode ON (only from PC)
- jumper Z1 or Z13 ON

Settings: 

- CDNP 6:  P17 bit7 ON
- CDNP 7 / INSPIRO+: P10 ON
- FAM / COMO: 
   reverse mode ON (only from PC)
- jumper Z1 or Z13 ON

Settings: 

- CDNP 6:  P17 bit7 OFF
- CDNP 7 / INSPIRO+: P10 OFF
- FAM / COMO: 
   reverse mode OFF (only from PC)
- jumper Z1 or Z13 OFF

Settings: 
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CONNECTING DIFFERENT TYPES OF ELECTRIC STRIKES   Electromagnetic jumper

Separate power supply

Separate power supply

STANDBY: xV

OPEN: 0V

Instructions and more information

also available on:

 
EN

ACO Sp. z o.o. sp. komandytowa

ul. Diamentowa 7

62-002 Suchy Las, Poland

tel. +48 61 843 93 71

+48 61 641 96 86

bok@aco.com.pl

www.aco.com.pl

tel. 

export@aco.com.pl DEEN FR

www.support.aco.com.pl

IU0711enVA.2208

USE: C / NO !

USE: C / NC !

- CDNP 6:  P17 bit7 OFF
- CDNP 7 / INSPIRO+: P10 OFF
- FAM / COMO: 
   reverse mode OFF (only from PC)
- jumper Z1 or Z13 OFF

Settings: 

- CDNP 6:  P17 bit7 ON
- CDNP 7 / INSPIRO+: P10 ON
- FAM / COMO: 
   reverse mode ON (only from PC)
- jumper Z1 or Z13 ON

Settings: 
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