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2 centrale + 1 elektrozaczep 
+ CDN-Pk 

2 centrale + 1 elektrozaczep 

1 panel +2 electricstrikes 
+ CDN-Pk

1 panel +2 electricstrikes
 + CDN-Pk

CONNECTING TWO ELECTRIC STRIKES FROM ONE PANEL AND ONE ELECTRIC STRIKE FROM TWO PANELS

2 panels + 1 electric strike 2 panels + 1 electric strike +
CDN-Pk

Operation:
- it is possible to set different operation time of the 
electric door strike in each device
- connection diagram for an ordinary electric door 
strike (not reversible)
- only one door entry panel goes into opening mode 
- use only for DC power supply

Operation:
- possibility to set one time of operation of electric 
strikes (depending on the settings of the upper panel)
- connection scheme for ordinary electric strikes, and 
for reversible ones (depending on top panel settings)
- both door entry panels go into opening mode 
- use only for DC power supplies

Operation:
- both electric strikes work simultaneously
- possibility to set one time of operation of electric 
strikes- connection scheme for ordinary electric 
strikes, and for reversible ones (depending on panel 
settings)
- another device can be connected instead of the 
electric strike connected to the CDN-Pk module (use 
relay contacts)
- a dedicated power supply for electric strikes can be 
used 
- it is recommended to use DC power supply, in this 
case the intercom panel can be powered from 
transformer (other terminals: AC/AC)

Operation:
- both electric strikes work simultaneously
- possibility to set one time of operation of electric 
strikes
- connection diagram for ordinary electric strikes, and 
for reversible ones (depending on panel settings)
- instead of the electric strike connected to the CDN-
Pk module, another device can be connected (use 
relay contacts)
- use only for DC power supply

+

-

Instructions and more information

also available at:
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62-002 Suchy Las, Poland

tel. +48 61 843 93 71

+48 61 641 96 86

bok@aco.com.pl

www.aco.com.pl

tel. 

export@aco.com.pl DEEN FR

www.support.aco.com.pl
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