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Blokowy schemat zasady 
prowadzenia instalacji 
videodomofonowej w systemach 
CDNP, INSPIRO,Familio 
z wykorzystaniem rozdzielaczy 
aktywnych video (CDNVRau-DIN) 
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Wyjście Long Dist. jest wyjściem 
aktywnym o zwiększonym wzmocnieniu 

sygnału Video do wykorzystania w 
przypadku długich instalacjach 

(typowym objawem słabego sygnału 
Video jest utrata koloru).

W przypadku rozbudowanych 
instalacji konieczne jest wzmocnienie 

sygnału Video w różnych 
miejscach, zależnych od topologii.  
Wyjście to może być również użyte

jako standardowe wyjście
aktywne do podłączenia monitorów

w bliskich odległościach.   

Panel Slave

Panel Master

W przypadku wykorzystania 
rozdzielaczy audio w 

systemie video
należy założyć zworkę J2
w ostatnim rozdzielaczu

 
When useing audio splitters 
in video system, put on the 
jumper J2 in the last splitter

W przypadku
podłączenia

 dodatkowego 
zasilania zdjąć

zworkę J1

If additional 
power supply is 

connected take off
jumper J1
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Large distance connection
from the Long Dist. output

Long Dist. is an active output 
with amplified Video signal for 

long installations 
(Typical symptom of a weak 

video signal is color lost).
In the case of extended installation, 

video signal must be reinforced 
in various places  

depended on the topology.  
This output can also be used
as a standard active output

for connecting monitors
at close range.     

Block diagram of the 
installation for 
CDNP, INSPIRO, Familio 
door entry systems using 
active video splitters 
(CDNVRau-DIN)  
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